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Airworthiness Directives; Boeing Model 757 Airplanes 

AGENCY: Federal Aviation Administration (FAA), Department Of Transportation 

(DOT). 

ACTION: Notice of proposed rulemaking (NPRM). 

SUMMARY: The FAA proposes to adopt a new airworthiness directive (AD) for 

certain Model 757-200, -200PF, -200CB, and -300 series airplanes. This proposed AD 

would require,. for certain airplanes, reworking the, spar bonding path and reapplying 

sealant; and, for certain other airplanes, testing the electrical bond between the engine 

fuel feed, hose and the wing front spar and, if applicable, reworking the spar bonding p 

and reappJying sealant. This proposed AD would also require, fo.r all airplanes,’ an 
c 

ure the electrical bonding jumper is in between the engine fuel a 

‘ feed hose and-the adjacent wing station, This proposed AD is prompted by a report 

the bulkhead fittings of the engine fuel feed b b e  were, found not to be , 

ded to the front spar. We are proposing this AD to prevent arcing or ; 

sparking at theinterface between the bulkhead fittings of the engine fuel feed tube and ; 

arduring a lightning strike, which could provide apossible ignition source f 
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the fuel vapor .- ., inside . the fuel tank and result in a fuel. tank explosion. 

DATES We must receive comments on this proposed AD by [insert date 45 days afte 

. %  date of publication in,the FEDERAL REGISTER]. 

ADDRESSES: Use one pf the following addresses to submit -comments on this 

AD. 
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